Wang et al. Nanoscale Res Lett (2021) 16:103
https://doi.org/10.1186/s11671-021-03556-5 N anosca l € Resea rCh Lette rs

CORRECTION Open Access

: . ®
Correction to: The Design of the AZO ol

Conductive Layer on Microchannel Plate

Yuman Wang'?®, Shulin Liu**", Baojun Yan?, Ming Qi"", Kaile Wen?, Binting Zhang®?, Jianyu Gu? and
Wenjing Yao?

Correction to: Nanoscale Res Lett (2021) 16:55 The original article has now been updated with the cor-

https://doi.org/10.1186/s11671-021-03515-0  rected table. Please also find the corrected table in this
Following publication of the original article [1], the article.
authors flagged that two of the numbers in Table 1 were

incorrect. The authors apologize for any inconvenience caused.

Table 1 Detailed ALD experimental parameters for the AZO conductive layer
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The original article can be found online at https://doi.org/10.1186/s11671-
021-03515-0.

*Correspondence: liusl@ihep.ac.cn; gming@nju.edu.cn

! School of Physics, Nanjing University, Nanjing 210093, China

? State Key Laboratory of Particle Detection and Electronics, Institute
of High Energy Physics, Chinese Academy of Sciences, Beijing 100049,
China

Full list of author information is available at the end of the article

. ©The Author(s) 2021. Open Access This article is licensed under a Creative Commons Attribution 4.0 International License, which
@ Sprlnger O pe n permits use, sharing, adaptation, distribution and reproduction in any medium or format, as long as you give appropriate credit to the
— original author(s) and the source, provide a link to the Creative Commons licence, and indicate if changes were made. The images or
other third party material in this article are included in the article’s Creative Commons licence, unless indicated otherwise in a credit line
to the material. If material is not included in the article’s Creative Commons licence and your intended use is not permitted by statutory
regulation or exceeds the permitted use, you will need to obtain permission directly from the copyright holder. To view a copy of this
licence, visit http://creativecommons.org/licenses/by/4.0/.


http://orcid.org/0000-0003-4135-5476
http://creativecommons.org/licenses/by/4.0/
https://doi.org/10.1186/s11671-021-03515-0
http://crossmark.crossref.org/dialog/?doi=10.1186/s11671-021-03556-5&domain=pdf
https://doi.org/10.1186/s11671-021-03515-0
https://doi.org/10.1186/s11671-021-03515-0

Wang et al. Nanoscale Res Lett (2021) 16:103

Author details

'School of Physics, Nanjing University, Nanjing 210093, China. *State Key Labo-
ratory of Particle Detection and Electronics, Institute of High Energy Physics,
Chinese Academy of Sciences, Beijing 100049, China. *University of Chinese
Academy of Sciences, Beijing 100049, China.

Published online: 09 June 2021

Page 2 of 2

Reference

1. WangY,LiuS, Yan Betal (2021) The design of the AZO conductive layer
on microchannel plate. Nanoscale Res Lett 16:55. https://doi.org/10.1186/
s11671-021-03515-0

Publisher’s Note
Springer Nature remains neutral with regard to jurisdictional claims in pub-
lished maps and institutional affiliations.

Submit your manuscript to a SpringerOpen®
journal and benefit from:

» Convenient online submission

» Rigorous peer review

» Open access: articles freely available online
» High visibility within the field

» Retaining the copyright to your article

Submit your next manuscript at » springeropen.com



https://doi.org/10.1186/s11671-021-03515-0
https://doi.org/10.1186/s11671-021-03515-0

	Correction to: The Design of the AZO Conductive Layer on Microchannel Plate
	Correction to: Nanoscale Res Lett (2021) 16:55 https:​doi.​org​10.​1186​s11671-​021-​03515-0
	References


